 APPROX.50 FT.  APPROX.50 FT.
AS DIRECTED BY ENGINEER AS DIRECTED BY ENGINEER
EXISTING PAVEMENT_ + — — = o v = BAISTING BRIDGE T DROK-, L1 rrid 2 EXISTING PAVEMENT.

Y ASPHALT WEDGING
?TE)’%TCQAiAgUT H SIDES OF BRIDGE)

DETAIL NO. |

MAP NO.I0,BRIDGE NO.82
SEE CHART ON BELOW FOR EXISTING
BRIDGE PAVING INSTRUCTIONS

24’ — 0" (FINAL WIDTH)

poy

XX
EXISTING PAVEMENT WIDTH | WioTH, fg@%i

4S DIRECTED B ENGINEER
—[-1/2" MAX.

W“ 3 % GRADE PER ENGINEER

Z/a

FILL MATERIAL FOR SHOULDER
RECONSTRUCTION PROVIDED BY
DETAIL NO. 2 CONTRACTOR (SEE CONTRACT)

UNDISTURBED SOIL

WIDENING AND SHOULDER RECONSTRUCTION
' (MAP 2 ONLY)

SHEET NO. __ /0 OF 1o
STOKES COUNTY

WORK ORDER NOS. 9CR.10851.3,
9CR.20851.3, 9CR.308517.3,
9CR.308521.3

NCMA WORK ORDER NO. 37816
DETAIL SHEET (1 OF 1)

NOTE TO CONTRACTOR:

IT IS STRONGLY RECOMMENDED THAT

ONE FOOT WIDENING NOT BE USED AS

IT IS VERY DIFFICULT TO ACHIEVE PROPER
COMPACTION IN SUCH A SMALL AREA.

AS DIRECTED BY THE ENGINEER,THE
CONTRACTOR MAY BE REQUIRED TO
DISTRIBUTE THE WIDENING ON A MAP

70 MATCH THE FIELD CONDITIONS.

FOR INSTANCE,A MAP WITH 2 TO 3 FT.
WIDENING MAY HAVE O FT WIDENING

ON ONE SIDE OF THE ROADWAY AND

2 OR 3 FT WIDENING ON THE OTHER SIDE.
LIKEWISE,ON A MAP WITH 4 FT WIDENING,
THERE MAY BE O FT WIDENING ON ONE
g;gg AND 4 FT WIDENING ON THE OTHER
OR IT MAY BE DIVIDED UP EQUALLY

HAVING 2 FT WIDENING ON BOTH SIDES

OF THE ROADWAY. AS STATED,THIS WILL
DEPEND ON FIELD CONDITIONS AND WILL
BE AT THE DISCRETION OF THE ENGINEER.




